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Computer-controlled, High-speed Shape-tacking Machine
[Sewing area: 60mm (L)×100mm (W)]

LK-1910 LK-1920 LK-1930
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
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WHEN YOU PLACE ORDERS SPECIFICATIONS

LISTING OF DATA THAT CAN BE READ IN

FEEDING FRAME INTERCHANGEABILITY

LK-1910
LK-1920 (With intermediate presser)

LK-1930 (With intermediate presser and input function)

● To order, please contact your nearest JUKI distributor.
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The machine runs at a sewing speed of 2,500sti/min –––– Faster than any other shape-tacking 
machine anywhere in the world.  In addition, the machine is fully equipped with state-of-the-
art features such as a higher presser foot lift, a double-capacity shuttle hook, and a direct-
control machine head that ensures quick response and an accurate stop position.  The top 
model in the LK series, the LK-1930 is JUKI’s first shape-tacking machine to incorporate a 
main unit input function equivalent to that equipped in our automatic sewing machines.
These rich features support the machine’s high-speed sewing performance and increased 
productivity.  With its large sewing area that matches a wider range of use, its hand pulley, 
and its highly operable and easy-to-understand operation panel, the machine delivers to the 
user dramatically improved operability.
The LK-1910 Series shape tacking lineup is on the cutting edge –––– a pioneer in a new era of 
shape tacking.
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The machine achieves a 
maximum-grade sewing 
speed of 2,500sti/min. 

Sewing area that matches a 
wider range of applications.

Fully equipped easy-to-use operation 
panel [LK-1910, -1920]
With its automatic correction feature, 
the machine can enlarge/reduce 
patterns without deforming them.

Fewer bobbin thread changes.
The machine can use a wider range of thread 
counts than conventional machines.

Higher lift of the presser foot

The machine head is designed for improved 
operability.

The feeding frame type can be selected to match the use 
of the machine in your work.

Upgraded responsiveness, low vibration, and low noise 
create a comfortable workplace.
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The LK-1930 is provided with an input function equivalent 
to that equipped in the AMS-210D computer-controlled 
cycle machine.  With its larger storage capacity, the 
machine supports diversified sewing patterns.  In addition, 
the sewing machine functions and patterns can be input 
through the operation panel.

Abundant input functions enable the machine to respond 
to the sewing requirements of all sewing patterns.
●With its automatic correction feature, the machine can 

enlarge/reduce patterns without deforming them.
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Intermediate presser that securely 
clamps the material [LK-1920, -1930]
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IMPROVED RESPONSIVENESS AND OPERABILITY

HIGHER PRODUCTIVITY

EXCELLENT OPERABILITY

WORK CLAMP AND FEED PLATE BLANK

OPTIONAL DEVICES IS AVAILABLE FOR HANDLING THE MACHINE’S 
WIDE RANGE OF PROCESSES AND APPLICATIONS

LK-1930 (PROVIDED WITH AN INTERMEDIATE PRESSER AND INPUT FUNCTION)
EXCELLENT SEWING CAPABILITIES
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The machine runs at a sewing speed of 2,500sti/min –––– Faster than any other shape-tacking 
machine anywhere in the world.  In addition, the machine is fully equipped with state-of-the-
art features such as a higher presser foot lift, a double-capacity shuttle hook, and a direct-
control machine head that ensures quick response and an accurate stop position.  The top 
model in the LK series, the LK-1930 is JUKI’s first shape-tacking machine to incorporate a 
main unit input function equivalent to that equipped in our automatic sewing machines.
These rich features support the machine’s high-speed sewing performance and increased 
productivity.  With its large sewing area that matches a wider range of use, its hand pulley, 
and its highly operable and easy-to-understand operation panel, the machine delivers to the 
user dramatically improved operability.
The LK-1910 Series shape tacking lineup is on the cutting edge –––– a pioneer in a new era of 
shape tacking.
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The machine achieves a 
maximum-grade sewing 
speed of 2,500sti/min. 

Sewing area that matches a 
wider range of applications.

Fully equipped easy-to-use operation 
panel [LK-1910, -1920]
With its automatic correction feature, 
the machine can enlarge/reduce 
patterns without deforming them.

Fewer bobbin thread changes.
The machine can use a wider range of thread 
counts than conventional machines.

Higher lift of the presser foot

The machine head is designed for improved 
operability.

The feeding frame type can be selected to match the use 
of the machine in your work.

Upgraded responsiveness, low vibration, and low noise 
create a comfortable workplace.
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The LK-1930 is provided with an input function equivalent 
to that equipped in the AMS-210D computer-controlled 
cycle machine.  With its larger storage capacity, the 
machine supports diversified sewing patterns.  In addition, 
the sewing machine functions and patterns can be input 
through the operation panel.

Abundant input functions enable the machine to respond 
to the sewing requirements of all sewing patterns.
●With its automatic correction feature, the machine can 

enlarge/reduce patterns without deforming them.
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Intermediate presser that securely 
clamps the material [LK-1920, -1930]
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IMPROVED RESPONSIVENESS AND OPERABILITY

HIGHER PRODUCTIVITY

EXCELLENT OPERABILITY

WORK CLAMP AND FEED PLATE BLANK

OPTIONAL DEVICES IS AVAILABLE FOR HANDLING THE MACHINE’S 
WIDE RANGE OF PROCESSES AND APPLICATIONS

LK-1930 (PROVIDED WITH AN INTERMEDIATE PRESSER AND INPUT FUNCTION)
EXCELLENT SEWING CAPABILITIES
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The machine runs at a sewing speed of 2,500sti/min –––– Faster than any other shape-tacking 
machine anywhere in the world.  In addition, the machine is fully equipped with state-of-the-
art features such as a higher presser foot lift, a double-capacity shuttle hook, and a direct-
control machine head that ensures quick response and an accurate stop position.  The top 
model in the LK series, the LK-1930 is JUKI’s first shape-tacking machine to incorporate a 
main unit input function equivalent to that equipped in our automatic sewing machines.
These rich features support the machine’s high-speed sewing performance and increased 
productivity.  With its large sewing area that matches a wider range of use, its hand pulley, 
and its highly operable and easy-to-understand operation panel, the machine delivers to the 
user dramatically improved operability.
The LK-1910 Series shape tacking lineup is on the cutting edge –––– a pioneer in a new era of 
shape tacking.
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The machine achieves a 
maximum-grade sewing 
speed of 2,500sti/min. 

Sewing area that matches a 
wider range of applications.

Fully equipped easy-to-use operation 
panel [LK-1910, -1920]
With its automatic correction feature, 
the machine can enlarge/reduce 
patterns without deforming them.

Fewer bobbin thread changes.
The machine can use a wider range of thread 
counts than conventional machines.

Higher lift of the presser foot

The machine head is designed for improved 
operability.

The feeding frame type can be selected to match the use 
of the machine in your work.

Upgraded responsiveness, low vibration, and low noise 
create a comfortable workplace.
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The LK-1930 is provided with an input function equivalent 
to that equipped in the AMS-210D computer-controlled 
cycle machine.  With its larger storage capacity, the 
machine supports diversified sewing patterns.  In addition, 
the sewing machine functions and patterns can be input 
through the operation panel.

Abundant input functions enable the machine to respond 
to the sewing requirements of all sewing patterns.
●With its automatic correction feature, the machine can 

enlarge/reduce patterns without deforming them.
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Intermediate presser that securely 
clamps the material [LK-1920, -1930]
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IMPROVED RESPONSIVENESS AND OPERABILITY

HIGHER PRODUCTIVITY

EXCELLENT OPERABILITY

WORK CLAMP AND FEED PLATE BLANK

OPTIONAL DEVICES IS AVAILABLE FOR HANDLING THE MACHINE’S 
WIDE RANGE OF PROCESSES AND APPLICATIONS

LK-1930 (PROVIDED WITH AN INTERMEDIATE PRESSER AND INPUT FUNCTION)
EXCELLENT SEWING CAPABILITIES
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Computer-controlled, High-speed Shape-tacking Machine
[Sewing area: 60mm (L)×100mm (W)]

LK-1910 LK-1920 LK-1930
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
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WHEN YOU PLACE ORDERS SPECIFICATIONS

LISTING OF DATA THAT CAN BE READ IN

FEEDING FRAME INTERCHANGEABILITY

LK-1910
LK-1920 (With intermediate presser)

LK-1930 (With intermediate presser and input function)

● To order, please contact your nearest JUKI distributor.
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Computer-controlled, High-speed Shape-tacking Machine
[Sewing area: 60mm (L)×100mm (W)]

LK-1910 LK-1920 LK-1930
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
Every product in the LK lineup is provided with high-
speed sewing capability and advanced features
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WHEN YOU PLACE ORDERS SPECIFICATIONS

LISTING OF DATA THAT CAN BE READ IN

FEEDING FRAME INTERCHANGEABILITY

LK-1910
LK-1920 (With intermediate presser)

LK-1930 (With intermediate presser and input function)

● To order, please contact your nearest JUKI distributor.
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